
non-IC pan with adjustable brackets, direct mount (MOD)
none
rounded or rectangular

Height (above grille)
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VN
11°
20°

NS
14°
25°

SP
23°
38°

WS
36°
59°

VW
44°
69°

Slat Height

Name
Width
Field angle

2700K 3000K 3500K 4000K
Lumens

VN-11° CBCP
NS-14° CBCP
SP-23° CBCP
WS-36° CBCP

1220 1290 1335 1390
CRI Ra 92 96 95 94
CRI R9 65 79 81 74
TM30 Rf 89 94 94 92
TM30 Rg 103 101 102 99

27712 29252 30330 32724
18379 19400 20115 21703

7206 7606 7886 8509
3212 3390 3515 3792

VW-44° CBCP 2375 2507 2599 2805

1290 (10 LED) and 775 (6 LED) lumens (3000 K)

Scale 1.0x for 10 LED and 0.6x for 6 LED. Scale 1.21x for 80 CRI

23 W (10 LED) or 14 W (6 LED)
120-277 V, 50-60 Hz, power factor > 0.9

0.5” to 5.25”, >5.25” requires MOD
Slat Spacing >2.0”, <2.0” requires cutting slats



BEAM SIZE
VN
NS
SP
WS
VW

ORDERING INFORMATION

MODEL
A1015G

A1015G

SIZE
10-1  10 LEDHero Grille
6-1   6 LED

0-10V, 1% EM 5W
battery & microinverter

SLAT HEIGHT

DIMMING
E10
T10
TX1
D10
DX1
EM1

 

VOLTAGE
U12
U27

LIGHT OUTPUT
SO
XO

SHAPE
R
P rounded

COLOR
BLK

BLK

MOUNTING
STK

XBL

CUSTOM SETUP
STD
LIN
- - -

CCT / CRI Ra
2790
3090 3000K 92 CRI
3590
4090
XCT

DIMENSIONS

PHOTOMETRICS

INSTALLATION
GPN
GDR

44°
36°
23°
14°
11°
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BFB
CBH

butterfly brackets

Note: BFB and CBH are only
for installation type GPN

stock mounting

wood grille pan
wood grille direct (MOD)

48” bar hangers

0°
30°

20000

0°
30°

8000

0°
30°

4000

0°
30°

2400

VN - 11° NS - 14° SP - 23° WS - 36° VW - 44°

0°
30°

30000

VN - 11°

Precision Placement, Perfect Illumination�
Specifications may change without notice www.glintlighting.com
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Scale 1.0x for 10 LED and 0.6x for 6 LED. Scale 1.21x for 80 CRI

H05 0.5” horizontal
H10 1.0” horizontal
V20 2.0”- 2.99” vertical
V30 3.0”- 3.99” vertical
V40 4.0”- 5.25” vertical
XSH custom slat height (MOD)

48” optional

slat height (in order code)

24” standard

bracket height (variable)
adjustable height
1.0” range

slat height: V30
slat height

slat spacingslat spacing


