
Product Dimensions

Ordering Code

MODEL LENGTH LENS FINISH

- - -

0704C1 84 -84” C
HF

F

-
-
-

Clear
Half-Frosted
Frosted

SA-Silver Anodized

0.68"
Up to 84"

0.34"

0.50"

Features

Small Anodized extrusions compatible with some OAX light engines. 

Finish  
Silver anodized

Diffuser Lens 
Acrylic, snap-in-place, UV resistant

 
Mounting 
Multiple mounting clip options ordered 
separately 

Lens Options

Actual Length -84”

Available Lenses

- Clear
- Half frosted

- Frosted

EC-0704C-H0 
Silver Anodized End Cap

EC-0704C-H1 
Silver Anodized End Cap with powerfeed opening

MC-07XXC 
Mounting clip

RC-07XXC 
Rotating mounting clip

HG-0704C 
Flex connect auxiliary housing accessory

0.29” 
(7.57mm)

0.68” 
(17.25mm)

0.06” 
(1.47mm)

0.68” 
(17.25mm)

0.06” 
(1.47mm)

0.29” 
(7.57mm)

ø0.16” 
(4.00mm)

0.33” 
(8.30mm)

0.79” 
(20.08mm)

0.35” 
(9.00mm)

ø0.16” 
(3.98mm)

1.41” 
(35.87mm)

0.93” 
(23.59mm)

1.39”
(35.30mm)

0.88”
(22.60mm)

0.40” 
(10.16mm)

Accessories
All accessories sold separately. 
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0704C Channel Extruded aluminum profile


