
Ordering code

MODEL LENGTH LENS MOUNTING2 FINISH

- - - -

1212DCC - 1212DC Channel1 84 - 84” C
F

HF

-
-
-

Clear
Frosted
Half Frosted

FC45 - Fixed Clip 45° SA - Silver Anodized

1 - End Caps are included with channel, one of H0 (no hole) and one of H1 (with hole). Order additional End Caps as necessary.
2 - Mounting Clips are included with channel. Refer to chart above for provided mounting clip quantities. Order additional Mounting Clips as necessary.

84’’ (2133.60mm)1.18”
(30.00mm)

1.18”
(30.00mm)

0.78” 
(20.20mm)

Features

45 degree channel with rounded lens. 

Finish  
Silver anodized

Diffuser Lens 
Acrylic, snap-in-place, UV resistant

 

Mounting 
Multiple mounting clip options ordered 
separately 

Product Dimensions

INCLUDED MOUNTING ACCESSORIES

EXTRUSION LENGTH FIXED CLIP 45° ENDCAP PAIR

84” 4 1

Each pair of endcaps includes 1x H0 (no wire feed hole) and 1x H1 (with hole) where applicable. 
Additional endcaps and mounting clips are available for purchase. 
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1212DC Channel Extruded aluminum profile



1.16” 
(29.37mm)

0.06” 
(1.55mm)

ø0.23” 
(5.86mm)

1.38” 
(35.00mm)

0.59” 
(15.00mm)

ø0.12” 
(3.13mm)

1.16” 
(29.37mm)

0.06” 
(1.55mm)

EC-1212DCC-H0 
Plastic End Cap

EC-1212DCC-H1 
Plastic End Cap with Powerfeed Opening

Mounting Clips

All Channels come with a specified set of Mounting Clips and End Caps, see Ordering Code for details. Order additional Mounting Clips and End Caps as 
necessary.

End Caps

MC-1212CC 
Fixed Clip 45° 
-FC45

page 2 of 2 www.luminii.com tel: 224-333-6033REV1.2 08152023

1212DC Channel Extruded aluminum profile


