
Extruded aluminum linear illumination system, Qube side power feed is available in sections up to 96” in total 
length (second powerfeed required for fixtures over 68”). The fixture features specifically designed LED engine 
that provides constant illumination levels from the beginning to the end of the runs.  Suspended with silver aircraft 
cable for flexible installations. Comes with junction box cover plate and cable stand-off. Comes with 8ft silver 
adjustable cable and white finish canopy.

Output (3 x LLX22)

Lumens at 3000K 
frosted lens 757 lum/ft

Average power 
consumption at 4’ 16.3 W/ft

Operating Voltage 24V DC

aircraft 
cable

24.00” - 96.00”

3.00”

2.88”

powerfeed 
cable

CCT/LUMEN MULTIPLIER

Color 
temperature

Multiplier
(Multiple Light Output of  

3000K HO)

CRI

2700 K 0.81 98

2900 K 0.86 97

3000 K 1.00 91

3500 K 0.98 95

4100 K 1.06 93

Technical information   

Ordering code

Finish options  

Black 
powder coated

Bronze 
powder coated

Silver 
anodized

White 
powder coated

Q 24
24” - 
96”

Q - Qube
F

F - Frosted
SA

SA - Silver
BK - Black
BZ - Bronze
WH - White

MODEL LENGTH LENS FINISH

27K
27K - 2700K
29K - 2900K
30K - 3000K
35K - 3500K
41K - 4100K

CCT

(BK,BZ,WH finishes will 
have an upcharge and 
require longer lead times) 

SF
SF - Side Feed 
CF - Center Feed
        (only to 68” long)

POWER FEED

HO
HO - High

OUTPUT

Single
Bin

+/- 30
CCT
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Power consumption per fixture length
Based on operation with PSD series of power supplies.

Nominal 
Length

Actual 
Length W/ft Total 

wattage

24” 24-9/16'' 16.65 33.30

28” 28-14/16'' 16.60 38.70

32” 33-3/16'' 16.55 44.15

36” 36-7/16'' 16.50 49.50

40” 40-11/16'' 16.45 54.85

44” 45     '' 16.40 60.15

48” 49-5/16'' 16.35 65.50

52” 52-9/16'' 16.30 70.65

56” 56-14/16'' 16.25 75.80

60” 61-2/16'' 16.20 81.00

64” 65-7/16'' 16.15 86.15

68” 68-11/16'' 16.10 91.25

72” 73     '' 16.05 96.30

76” 76-5/16'' 16.00 101.00

80” 80-8/16'' 15.90 106.00

84” 84-13/16'' 15.80 110.50

88” 89-3/16'' 15.70 115.15

92” 93-8/16'' 15.65 120.00

96” 96-12/16'' 15.60 124.80

Two powerfeeds 
required for fixtures 

longer than 68” (side 
powerfeed only)

Photometry

C0/180
C90/270

UUNNIITT::  CCDD

Zone

0-30

0-40

0-60

0-90

0-180

Lumen

860

% Fixture

28%

46%

80%

99%

100%

1391

2407

2996

3028TToottaall

ZZoonnaall  LLuummeenn  SSuummmmaarryy  33000000KK

Q-48-30K-HO-F-XX-XX

6600

9900

112200

115500

00

3300

6600

9900

112200

115500

--3300

--6600

--9900

--112200

--115500

00

222266

445522

667788

990044

11113300

3300
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Power Supply
See fixture and power supply instructions & spec sheet for wiring information. Dimming possible in select models - view Luminii website for list of compatible dimmers.

MODELS
PDCU-W

96W
PDCU-W
3X96W

PDCU-D
30W

PDCU-D
60W

PDCU-D
96W

PDCU-D
3X96W

A Length 8.66" 11.85" 6.10" 7.93" 8.25" 9.57"

B Width 3.73" 4.32" 3.35" 3.35" 4.10" 5.94"

Depth 1.61" 1.81" 1.33 1.32" 1.56" 1.13"

24V DC+

24V DC-

DIM +

DIM -

LineLED

PDCU-W/PDCU-D

Load
Ground
Neutral

To Dimmer
(if applicable)

Universal Power Supply

MODEL POWER OUTPUT

PDCU-W - 96 - 24

PDCU-W - IP66 Wet Series 96
3X96

-
-

96 W
3X96 W

24 - 24 VDC

PDCU-D - IP20 Dry Series 30
60
96

3X96

-
-
-
-

30 W
60 W
96 W
3X96 W

0-10V - 1% dimming
MLV/ELV/TRIAC - 1% dimming, consult dimming compatibility chart
Compatibility:
View a complete list of compatible dimmers on product page (Link)

0-10V Dimming Power Supplies

MODEL POWER OUTPUT DIMMING

PS010V - 96 - 24 - LIN

PS010V - 0-10V Power Supply
dims down to 0%

96
3X96

-
-
96 Watt
3 X 96 Watt

24 - 24 VDC LIN
LOG

-
-
Linear
Logarithmic

MODELS 96W 3X96

A Length 14.40" 15.75"

B Width 5.20" 6.62"

Depth 2.60" 4.95"

PS010V-96

LineLED

24V DC+

24V DC-

Load
Ground
Neutral

DIM +

DIM -

+-

OUTPUT
0-10 controller wires to the next LED Driver

A

B

PS010V-3X96

LineLED

LineLED

96W Max per terminal

24V DC+

24V DC-

24V DC+

24V DC-

24V DC+

24V DC-

Load
Ground
Neutral

+
-

OUTPUT
0-10 controller wires
to the next LED Driver

INPUT
120 - 277VAC

B

To 0-10v Dimmer
(if applicable)

DIM +

DIM -

To 0-10v Dimmer
(if applicable)

A
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DMX Dimming Power Supplies

MODEL POWER OUTPUT

PSDMX - 96 - 24

PSDMX - DMX Power Supply 96
3X96

-
-
96 Watt
3 X 96 Watt

24 - 24 VDC

Features eldoLED’s LINEARdrive configurable dimmable drivers

MODELS 96W 3X96

A Length 14.40" 15.75"

B Width 5.20" 6.62"

Depth 2.60" 4.95"

D-

GND

PSDMX-96

RGBW 96 W max

Load
Ground
Neutral

DMX cables 
(For DMX cable, use Belden 9829, 

9842 or CAT5 shielded twisted 
pair cabling or equivalent)

to the next
LED Driver

A

B

INPUT
120 - 277VAC

D+

+ R G B W

To Controller

DMX cables 
(For DMX cable, use 
Belden 9829, 9842 

or CAT5 shielded 
twisted pair cabling or 

equivalent)

Load
Ground
Neutral

INPUT
120 - 277VAC

B

D-
D+

GND

to the next
LED Driver

To Controller

A

96 W max per terminal block

RGBW

lineLED

+

R
G
B
W

PSDMX-3X96

+

-

Dynamic white lineLED
+

WW

CW

Power Supply
See fixture and power supply instructions & spec sheet for wiring information. Dimming possible in select models - view Luminii website for list of compatible dimmers.

Magnetic Low Voltage Dimming Power Supplies

MODEL POWER OUTPUT INPUT

PSD - 48 - 24 -

PSD - PSD Series
dims down to 0%

48
96

288

-
-
-

48 Watt
96 Watt
288 Watt (3 x 96Watt)

24 - 24 VDC Blank
240
277

-
-
-

120 V
240 V
277 V

MODELS 48W 96W 288W

A Length 11.25" 11.25" 13.06"

B Width 3.42" 3.42" 8.42"

Depth 3.42" 3.27" 4.47"

PSD

Load
Ground
Neutral

LineLED24V DC+

24V DC-

A

B

INPUT
120 - 277VAC

To Dimmer
(if applicable)
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DALI Dimming Power Supplies

MODEL POWER OUTPUT

PSDALI - 96 - 24

PSDALI - DALI Power Supply
dims down to 0%

96
3X96

-
-
96 Watt
3 X 96 Watt

24 - 24 VDC

Features eldoLED’s LINEARdrive configurable dimmable drivers

MODELS 96W 3X96

A Length 14.40" 15.75"

B Width 5.20" 6.62"

Depth 2.60" 4.95"

Load
Ground
Neutral

INPUT
120 - 277VAC

PSDALI-96

lineLED 96 W max

24V DC+

24V DC-

OUTPUT
Dali controller wires

to the next LED Driver

OUTPUT
Dali controller wires

to the next LED Driver

A

B

PSDALI-3X96

LineLED

LineLED

96W Max per terminal

24V DC+

24V DC-

24V DC+

24V DC-

24V DC+

24V DC-

Load
Ground
Neutral

INPUT
120 - 277VAC

A

B

To Dali
controller

To Dali
controller

Power Supply
See fixture and power supply instructions & spec sheet for wiring information. Dimming possible in select models - view Luminii website for list of compatible dimmers.

Enlighted Enabled Dimming Power Supplies:

MODEL POWER OUTPUT DIMMING LOCATION

PSV - 96 - 24 - ENL - D

PSV - PSV Series 96 - 96 Watt 24 - 24 VDC ENL - Enlighted Dimming D - Damp

MODELS 96W

A Length 14.40"

B Width 5.20"

Depth 2.60"

Load
Ground
Neutral

INPUT
120 - 277VAC

PSV-96-24-ENL-D

lineLED 96 W max

24V DC+

24V DC-

A

B

Enlighted
Sensor Unit

Non-Dimming Power Supply

MODEL POWER OUTPUT DIMMING LOCATION

PSV - 96 - 24 - U2ND - D

PSV - PSV Series 96 - 96 Watt 24 - 24 VDC U2ND - Non Dimming D - Damp

MODELS 96W

A Length 14.40"

B Width 5.20"

Depth 2.60"

Load
Ground
Neutral

INPUT
120 - 277VAC

PSV-96-24-U2ND-D

lineLED 96 W max

24V DC+

24V DC-

A

B

To on/off 
Switch
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MODEL

L3D0-96W24V-U

Hi-lume™ 0.1% EcoSystem Voltage LED Driver with Soft-On, Fade-to-Black™

MODELS L3D0

A Length 10.50"

B Width 5.50"

Depth 2.00"

Luminii is a Lutron OEM Advantage Partner 

MODEL

LTEA4U1UKL -CV240

Lutron - Hi-lume™ 1% 2-wire LED Driver

(120V forward phase only)

MODEL

L3DA4U1UKL-CV240

Hi-lume™ 1% EcoSystem Voltage LED driver

Luminii is a Lutron OEM Advantage Partner 

MODELS LTEA41UKL-CV240 L3DA4U1UKL-CV240

A Length 4.89" 4.98"

B Width 4.00" 4.00"

Depth 2.62" 2.62"

Load

Load

Ground

Ground

E1
(Purple)

E2
(Purple)

To EcoSystem
Digital Link

Neutral

Neutral

A

A

B

B

24V DC+

24V DC-

24V DC+

24V DC-

LTEA4U1UKL-CV240

L3DA4U1UKL-CV240

LineLED

LineLED

To Lutron
Dimming

Module/Panel

Load

Ground

Neutral

24V DC+

24V DC-

LineLED

L3D0-96W24V-U

E1
(Purple)

E2
(Purple)

To EcoSystem
Digital Link

A

B

Power Supply
See fixture and power supply instructions & spec sheet for wiring information. Dimming possible in select models - view Luminii website for list of compatible dimmers.
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In ground, Electronic Low Voltage Dimming Power Supplies

MODEL POWER OUTPUT INPUT

IG - CVE - 96X2 - 24 -

IG - In ground CVE Series CVE
DALI

-
-
ELV Dimming
eldoLED Dali 
dimming

96X2 - 2 X 96 Watt 24 - 24 VDC Blank
277

-
-
120 V
240/277 V

Both dims down to 0.1%

MODELS Dual Circuit

A Length 8.40"

B Width 8.30"

Depth 8.10" lineLED 96 W max

24V DC+

24V DC-

IG-CVE-96X2-24

A

B

Load

Neutral

LINE VOLTAGE INPUT
120V AC

To Dimmer
(if applicable)

Power Supply
See fixture and power supply instructions & spec sheet for wiring information. Dimming possible in select models - view Luminii website for list of compatible dimmers.
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